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ASCO Switch
Designed To Minimize
Downtime On Critical
Systems

Applications
•Healthcare Facilities
•Commercial Buildings / Industrial Buildings
•Web Hosting, Internet Data Centers
•Telecom Central Offices
•Process Manufacturing / Wafer Fabrication Plants /
    Distributed Power / Load Management

ASCO Switches are the 
standard of the industry. 
High speed transfer of loads 
between alternate sources of 
power, regardless of ampacity
size, is achieved by a reliable, 
Field proven solenoid
operating mechanism. 
When combined with a 
programmable microprocessor 
controller with keypad and 
LCD display, they offer the 
most advanced method 
of transferring all types 
of loads, such as motors, 
electronic drives, UPSs and 
microprocessor based systems.

7000 Series Power Transfer Switches  are available open or enclosed, 
in ampacity sizes from 30 through 4000 amperes with the largest 
selection of optional accessories offered anywhere. All switching 
Configurations are available with an integrally mounted bypass- 
isolation switch and/ or rated for use in service entrance applications .

ASCO 7000 Series
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Features
•The Series 300 is listed to UL 1008 standard for Transfer Switch Equipment and CSA standard C22.2 for 

automatic transfer switches.
•Meets NFPA 110 for Emergency and Standby Power Systems and the National Electrical Code (NEC) Articles 

700, 701 and 702.
•30 through 3000 amps in a compact design, Available to 600 VAC, single or three phase.
 of loads, such as motors,
•Rated up to 600 VAC, 30 through 4000 amperes.
•True double- throw operation: The single solenoid design is inherently locked and prevents contacts from
 stopping between sources or from being in contact with both sources at the same time.
•High withstand and close- on ratings
•There’s no danger of the Series 300 ATS transferring loads to a dead source because the unique ASCO single-
 solenoid operator derives power to operate from the source to which the load is being transferred.
•Solid, switched, or overlapping neutral conductor options.
•Easy- to- read flush- mounted control and display panel provides LED indicators for switch position and 

source availability.
•It also includes test and time- delay bypass switches as standard features.
•Standard engine exerciser for weekly automatic testing of engine generator set with or without load.
•Adjustable time- delay feature
•Supplied with solid neutral termination.
•Standard ground conductor connections.
•Optional switched neutral pole available.
•Accessory kits available.
•Meets IEC 60947-6-1

The ASCO Series 300 was designed for one 
purpose— to automatically transfer critical loads 
in the event of a power outage. The rugged 
construction and proven performance of the 
ASCO Series 300 assure the user of many years 
of complete reliability. The Series 300 is even 
designed to handle the extraordinary demands 
placed on the switch when starting or restarting 
stalled motors and switching high inrush loads.

ASCO Series 300


